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AC COMMON MODE CHOKE 

 
MODEL NO : TAC-155120 SERIES 

Features: 

＊ Through- hole version.  
＊ Excellent attenuation characteristics in low frequency band. 
＊ Compliant with RoHS and REACH. 

Application: 

＊ AV equipment. 

＊ LED driver.    ＊ AC/DC Adapter. 
 

Electrical specification : 

MODEL NO 
INDUCTANCE 

± 30％ 
(mH) 

RATED 
CURRENT 

(A rms) 

DCR 
MAX 

(OHM) 

TAC-155120-802  8.0 0.30 0.83 

TAC-155120-123  12.0 0.20 1.50 

TAC-155120-303  30.0 0.10 2.80 

 
NOTE(1): Measuring condition : 10 KHZ,0.1Vrms. 

NOTE(2): Rated voltage : 85 ~265 VAC.  
NOTE(3): Hi-pot testing : 1500 VAC for 1 minute between winding and winding. 
NOTE(4): Operating temperature(including self- temperature rise): -20℃~ +120℃. 

NOTE(5): Storage temperature: -20℃~ +85℃. 
NOTE(6) : Storage time :The recommended storage time of common mode choke is maximum 12 months, and 
          don't suggest to use the parts over 12 months. 

Physical Dimension : (unit :mm) 
 

   Schematic : 

 
 
 
 
  
  

      

 

 
 

    

  


